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Kongressal A
— en kort beskrivelse

Adgang til hallen
Pa tegningen kan du se numrene for de enkelte porte, der giver
adgang til hallen.

Hallens frihgjde
Hallens frihgjde er variabel op til 8,90m malt fra underkanten af
loftets lyssaetning.

Belysning

| hallens loftflader heenger der lysarmaturer med 3x14W til den
generelle belysning. De har 3 set punkter 33% - 66% og 100%
Desuden er der i loftflader, monteret halogen belysning, 36 stk.

i hver flade pa hver 35W. De har 3 set punkter 25% - 50% og
100%

Der er mulighed for at slukke fladerne individuelt.

Fladehgjden er variabel fra 3,5m til 8,9m malt fra underkanten af
loftets lyssaetning.

Loft/Ophaengning i loft

Installation af el, vvs, netveerk og trykluft traeekkes fra loftet.

Wirer: De fleste steder i hallen kan der monteres wirer med en
vaegt fra 0-99 kg. Wirer med en veegt over 99 kg kreever speciel
godkendelse. Kontakt venligst din koordinator i Bella Center for
beregninger samt godkendelse

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Taljepunkter og rigning: Der kan rigges i spaer. Der arbejdes med
variable veegt, ift. loftets totalbelastning.

Detailtegningen indeholder information om speer eller riggepunk-
ternes placering.

Hvis | har behov for ophaeng i en position mellem to riggepunk-
ter, kan det opnas med enten bridling eller ved at haenge et
rig-stykke.

Per riggepunkt kan der som udgangspunkt maksimalt haenges
500 kg.

Har | brug for rigning, at bridle eller opsaette rig-stykke, bedes |
kontakte jeres kontaktperson for muligheder, validering og tilbud.

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Gulv

Gulvet er daekket af markeblat gulvteeppe med manster.
Gulvet kan klare falgende belastninger:
Punktbelastning fordelt pa 15x15cm = 4000 kg.

Kersel i omraderne med udenderskeretgjer kreever speciel
godkendelse.

Veaegge
Deekket af stofgardin fra loft til gulv.

Brandskab, L75xB25xH85cm — ma ikke tildeekkes.

Luft

Hallen har luftkonditioneret ventilation.

Congress Hall A — a brief description

Accessing the hall
Please refer to the floorplan where access points are indicated.

Ceiling height
Ceiling heights vary up to 8.90m, measured from the under edge
of the ceiling flood lighting.

General lighting

In the ceiling fleets of the hall hang light fixtures with 3x14W for
the general lighting. They have 3 seen points 33% - 66% and
100%. In addition, in ceiling fleets, halogen lighting, there are 36
pieces in each fleet of 35W each. They have 3 seen points 25%
-50% and 100%

There is an option to turn off the fleets individually.

The fleet height is variable from 3.5m to 8.9m measured from
the lower edge of the ceiling lighting.

Ceiling/ suspension in the ceiling
Power, plumbling, network as well as compressed air will be
supplied from the ceiling.

Drop wires: Most places in the hall we can mount drop wires with
a weight up to 99 kg. Drop wires exceeding 99 kg will require a
special approval. Please contact your coordinator at Bella
Center for calculations and approval.

Bella Center reserves the right to to customize location.

Hoist and rigging: It is possible to use the truss for rigging. We
are working with variable weight, depending on other loads in
the ceiling.

The detail drawings for stands will include information on the
location of the beams or rigging points.

If you need suspension in a position between two rigging points,
this can be achieved by either bridling or by hanging a rig-piece.
In general a maximum of 500 kg can be hung per rigging point.

If you need rigging, bridling or to hang a rig-piece, please contact
your contact at Bella Center for options, validation and offers.

Bella Center reserves the right to to customize location.

Floor

The floor is covered with dark blue carpet with pattern.
The floor can carry the following loads:

Single-point load per 15x15cm = 4,000 kg.

Outdoor vehicles in the area will require a special approval.

Walls

Covered by fabric curtain from ceiling to floor.

Fire hose reel cabinets, L75xW25xH85cm — must not be
concealed.

Air BELLA-

The hall has air conditioned ventilation.
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Hal B
— en kort beskrivelse

Adgang til hallen
Pa tegningen kan du se numrene for de enkelte dere, der giver
adgang til hallen. Stgrre gods skal leveres via port B5-8.

Hallens frihgjder
Frihgjderne i hal B er: 3m/ 3,35m.
Se haltegningen pa side 9-10.

Belysning

1 BO - B2 heenger der lysskinner med 27W LED spots. De er
sat op med 2m afstand, i 9 raekker gennem hvert skib. Fungere
ogsa som grundbelysning.

Grundbelysning er lysarmaturer i B3-B6 med 3x14W 1 stk. pr.
9m2. | B3 - B6 er der monteret lysskinner med 8,5W LED spots,
6 stk. pr. 9m2.

Spot belysning er fastmonteret og ma kun justeres af Bella
Center personale.

Mellemgang mellem Hal B og Hal E, er udstyret med kompaktrgr
26W/830, indbygget i nedsaenket loft, og teendes sammen med
grundbelysning.

Mobile mgderum, slukkes udstiller lys, hvis der er leerred og
projektor. Dette udfgres af elektriker.

Loft/Ophaeng i loft

Installation af el, VVS og netvaerk mv. sker fra loftet.

| hal B0O-B2 skal al rigning ske fra de fastmonterede gskner i
loftet. Den maksimale belastning af gsknerne er 49kg pr. punkt.
Detailtegningen indeholder information om riggepunkternes
placering.

| hal B3-B6 er der opheaengt et kabelbakkesystem, opdelt i 3x3m
moduler. Kabelbakkesystemet er delt i 2 hgjder pa henholdsvis
3,0m og 3,35m over gulv. Den maksimale belastning af kabel-
bakkeloftet er pa 25 kg/m2. Vaegskinnesystemet er ophaengt
320cm over gulv. Max kg for wire;

B0, B1 og B2 49 kg

B3-B5 99 kg

Gulv

| hal BO-B2 er gulvet et flydespartlet gulv.

| hal B3-B6 er gulvet lys gramalet beton.

Gulvet kan klare falgende belastninger:

Hjultryk (tvillingehjul) 5.500 kg/m?
Punktbelastning fordelt pa 15x15cm 4.000

Max belastning (lastbil inkl. lzes) 4.000 kg/m?

Sajler

I hal BO er sgjlerne midt i hallen runde med en diameter af 55cm
og ved ydervaegge er sgjler 45x45cm.

| hal B1-B6 er betonsgjlerne 50x50cm, mens de ved ydervaeg-
gene er 25x50cm.

Brandskabe og slangevinder — ma ikke tildeekkes.

Luft

Hal B har aircondition.

Hall B — a brief description

Accessing the hall
On the floor plan you will find the numbers of each gate entrance
to the hall. Larger goods must be delivered through gate B5-8.

Ceiling heights
Hall B has two ceiling heights: 3m / 3.35m.
Please see the floor plan on page 9-10.

Lighting

In BO - B2 there are light rails with 27W LED spots. They are set
up 2m apart, in 9 rows through each ship. Also serve as basic
lighting.

Basic lighting is light fixtures in B3-B6 with 3x14W 1 pc. per 9m2
In B3 - B6, light rails with 8,5W LED spots are installed, 6 pcs.
per. 9m2.

Spot lighting is fixed and may only be adjusted by Bella Center
staff.

The aisle between Hall B and Hall E, is equipped with compact
tube 26W/830, built into sunken ceiling, and turns on together
with basic lighting.

Mobile meeting rooms, turn off exhibitor lights if there is canvas
and projector. This is carried out by the electrician.

Ceiling/suspension in the ceiling
Power, plumbing, network etc. will be supplied from the ceiling.

In hall BO-B2 all rigging must be made from the existing eyebolts
in the ceiling. The maximum load on each eyebolt is 49 kg.

The detail drawings for stands will include information on the
location of the rigging points.

Hall B3-B6 is fitted with a modular cabel tray grid, each modules
measuring 3x3m. The grid is mounted in two heights: 3,0m and
3,35m as specified above.

Max load for wires;

BO, B1 & B2 49 kg

B3-B5 99 kg

Floor
In hall BO-B2 the floor is a mottled design floor.

In hall B3-B6 the floor is painted concrete in a light grey colour.
The floor can carry the following loads:
Axle loads (twin wheels)

Single point loads per 15x15cm

Max load (load incl. weight of truck)

5,500 kg per sq.m.
4,000 kg
4,000 kg per sq.m.

Pillars

In hall BO the center pillars have a diameter of 55cm and against
outer walls the pillars measure 45x45cm.

In hall B1-B6 the concrete pillars measure 50x50cm, whilst they
measure 25x50cm along outer walls.

Fire hose reel — must not be concealed.

Air

Hall B has air conditioning.

BELLA:
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Hal C
— en kort beskrivelse

Adgang til hallen
Pa tegningen kan du se numrene for de enkelte porte, der giver
adgang til hallen.

Hallens frihgjder

Hver af hallens fire sektioner har sin egen frihgjde, malt fra gulv
til underkant lamper:

C1: 4,30m, C2: 5,85m, C3: 6,85m, C4: 6,85m. Se side 12-14.

Belysning

Grundbelysning bestar af LED armaturer, farve 4000 kelvin. Lys
niveau er 800 lux 0,85 over gulv. Lys niveau bestilles og seettes
fra central hold. Typisk lys niveau ved udstilling er 85%.

Hallen er udstyret med rig-konstruktioner med 150W CDM spot,
farve 5000 kelvin, som skal tilkgbes jaevnfer tilbud. Der er ingen
rig i lysarkader.

Loft/Ophaengning i loft

Netveerk traekkes fra loftet.

Wirer: Grundlzeggende kan der ophaenges 1 wire pr. 3 meter
med en maks. belastning pa 99 kg.

Det er muligt at lave andre vaegtberegninger / -fordelinger.
Detailtegningen indeholder information om speer eller riggepunk-
ternes placering.

Kontakt venligst din koordinator i Bella Center for beregninger
samt godkendelse

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Taljepunkter og rigning:

Der kan rigges i speer. Der arbejdes med variable vaegt, ift.
loftets totalbelastning.

Hvis man har behov for ophaeng i en position mellem to rigge-
punkter, kan det opnas med enten bridling eller ved at heenge et
rig-stykke. Per riggepunkt kan der som udgangspunkt maksimalt
haenges 200kg.

Se Rig info pa side 14.

Har du brug for rigning, at bridle eller opseette rig-stykke, bedes
du kontakte din koordinator i Bella Center for muligheder,
validering og tilbud.

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Gulv

Gulvet er gramalet beton (farvekode Ral 7038). Installation af el,
netvaerk, VVS og trykluft sker via kanaler i hallens betongulv.
Kanalernes indbyrdes afstand er 6 m.

Gulvet kan klare falgende belastninger:

Hjultryk (tvillingehjul) 5.500 kg/m?
Punktbelastning fordelt pa 15x15cm 4.000 kg
Max belastning (lastbil inkl. lees) 4.000 kg/m?

Sajler
De fritstdende sgjler i hallen er 40x80cm og placeret for hver 9
meter. Sgjlerne i yderveeggene er 35x40cm.

Brandskab og slangevinder — ma ikke tildeekkes.

Luft

Hal C har aircondition.

Hall C — a brief description

Accessing the hall
Please refer to the floorplan where access points are indicated.

Ceiling heights

Each of the four sections in hall C has its own ceiling height,
measured from the floor to the lower edge of the lighting truss:
C1:4.30m, C2: 5,85m, C3: 6,85m, C4: 6,85m.

Please see page 12-14.

General lighting

Basic lighting consists of LED luminaires, color 4000 kelvin.
Light level is 800 lux 0.85 above floor. Light level is ordered and
set from central team. Typical light level at exhibition is 85%.
The hall is equipped with rig constructions with 150W CDM spot,
color 5000 kelvin, which must be purchased according to offers.
There is no rich in light arcades.

Ceiling/suspension in the ceiling
Network cables will be supplied from the ceiling.

Drop wires: Most places in the hall we can mount drop wires with
a weight up to 99 kg. Drop wires exceeding 50kg will require a
special approval.

The detail drawings for stands will include information on the
location of the beams or rigging points.

Please contact your coordinator at Bella Center for calculations
and approval.

Bella Center reserves the right to to adjust placement.

Hoist and rigging:

It is possible to use the truss for rigging. We are working with
variable weight, depending on other loads in the ceiling..

If you need suspension in a position between two rigging points,
this can be achieved by either bridling or by hanging a rig-piece.
In general a maximum of 200 kg can be hung per rigging point.
Please see Rig Info on page 14.

If you need rigging, bridling or to hang a rig-piece, please
contact your coordinator at Bella Center for options, validation
and offers.

Bella Center reserves the right to to adjust placement.

Floor
The floor is concrete, painted light grey (color code Ral 7038).
Power, plumbing, network and compressed air will, if possible,
be supplied via the subfloor services ducts which are build-in the
floor at 6 m intervals.

The floor can carry the following loads:
Wheel loads (twin wheels)

Single point loads per 15x15cm

Max loads (load incl. weight of truck)

5,500 kg per sq.m.
4,000 kg
4,000 kg per sq.m

Pillars

40x80cm freestanding concrete pillars line the arcade sections
running east/west at intervals of 9m.
Pillars let into the outer walls measure 35x40cm wide.

BELLA:-
CENTER

Air
Hall C has air conditioning. COPEN
HAGEN

Fire hose reel — must not be concealed.
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DETAILS Loft/ceiting
BRANDTRYK LYS RIG M/SPOTS S@JLE 40x80CM IT RACK = ¥ Kamera
. —/ . . . . Ay : -
O Fire-alarm Lighting truss with spots B Dilar 40x80cm IT cabinet & Cameras
R N
SLANGEVINDER U VENTILATION 25 RIGGEPUNKTER | LOFT LED ARMATUR

Fire-hose reel

O— Ventilation

Rigging points in ceiling LED PANEL
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HAL C RIGGING
Hall C INFORMATION

SCALE 1:750 - FORMAT A4
RIGGING INFO

NOTE (DK):

Rigning - sikkerheden i hgjszdet

Pa tegningen over C-hallen kan man se alle brugbare
riggehuller

De er markeret med symbolet o o 0g man kan altid rigge
direkte i dem med en vaegt pa op til 200 kg (Fig.1).

L1

Hg11

LoaD LOAD

Hvis man har behov for ophzeng i en position mellem to
riggepunkter, kan det opnas med enten bridling (hvis
riggehullerne er i samme spaer - se Fig 2) eller ved at

{ Loading Area E underhaenge et rigstykke mellem to eller flere speer (Fig. 1.1)

St @5t Crose section east St @5t Crose section east

Bridling er tilladt mellem riggepunkter i samme speer (Fig 2)
Bridling er ikke tilladt mellem riggehuller pa tilstedende speer.
¥ Der kan rigges mellem spzer ved at haenge et rigstykke

. ' nedenunder. (Fig. 1.1)

&5 LEDPANELS - : & = e Hvis der er behov for et rigstykke, sa kontakt din koordinator
- - Ve el i Bella Center _for et til_bud. Koordinatoren kan ogsa vejlede
0y ® | = - generelt omkring mulighederne.

T LSO T

T T BRI

LoAD LoD

Rigge huller (afstand imellem spaer 120cm)

Gron - 200kg

Lila-200kg O®

Orange - 50kg oo

Rad - Kan ikke belastes yderligere - riggehuller benyttes
til den permanente rig.

Laster er totallaster inkl. talje beslag, rig mv.

@vrige punkter kan belastes med 200kg pr. punkt.

NOTE (UK) :

Rigging - safety first

The drawing of the C-hall shows aII accessible rigging
points indicated with the symbol o ©. All of these rigging
= points sep. ly for rigging up to 200kg (Fig.1).

Fig. f MT'Z
SN2

- Fig1.1 $ $

LOAD  LOAD

s -
) fiam

1 )
B
[
§

If you have a need for rigging between two rigging points,
this can be solved by using bridling (if the points are in the
same beam - Fig 2) or by adding a truss undemeath two
beams or more (Fig. 1.1).

Bridling is allowed between rigging points on the same
beam. (Fig 2)

Bridling is not allowed between rigging points placed on
adjacent beams. Specific rigging positions can still be
achieved by hanging a truss undereath. (Fig. 1)

Please contact your coordinator at Bella Center for further
inquiries and quotes.

Loading Area C $

LoD LoAD

Rigging Points (Distance between beams 120cm)

Green - 200kg

Purple - 200kg 0 @

Orange - 50kg

Red - In use for permanent truss - no extra load allowed

Load is a total of chains, blocks, truss etc.

All other rigging points can be used for 200kg

DETAILS Loft/ceiting

© BRANDTRYK — LYS RIG M/SPOTS - SPJLE 40x80CM IT RAC_K = I Kamera
Fire-alarm Lighting truss with spots Pillar 40x80cm IT cabinet 1 Cameras
\_ —_
VENTILATION oo RIGGEPUNKTER | LOFT LED ARMATUR
SLANGEVINDER 5 - L .
Fire-hose reel ( Y Ventilation ®°  Rigging points in ceiling LED PANEL
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Hal D
— en kort beskrivelse

Adgang tilhal D

Pa tegningen kan du se adgangen til hal D.

Hallens frihgjde

Underkant skart: 11,7 meter

Underkant spaer: 12,5 meter

Safremt man har et specifikt krav til en lofthgjde i et givent omra-
de bedes dette afklares med koordinator.

Belysning
Hallen er udstyret med en grundbelysning, der kan zone indde-
les og deempes (1-100%).

Lyskilde: Pendelarmatur Lumitech LUFO IV: LED 20.000
Lumen out. 3.000 Kelvin, CRI 80-89. MacAdam SDCM 3. Dali
dimmable (1-100%). Flicker free.

Blaending under 25. Minimum 300 lux pa gulv.

Hallen er inddelt i 38 zoner tilsluttet DMX House Control.

Effekt belysning pa facade. RGBW DOT lys. Farve kan veelges
ved bestilling.

Loft/Ophaengning i loft

Brandventilationsvinduerne i loftet er uden lysindfald.

Wirer: Der kan ophaenges wire med en maks. belastning pa 99
kg, dog afhaengigt af gvrig ophaengning i loftet.

Detailtegningen indeholder information om speer eller riggepunk-
ternes placering.

Venligst kontakt din koordinator i Bella Center for godkendelse.
Bella Center forbeholder sig ret til evt. at tilpasse placering.

Taljepunkter og rigning:

Per 1m kan der belastes enten 100kg-60kg eller 50kg
se tegning pa side 18.

Per 3m kan der maksimalt belastes med 300kg

Der kan ikke rigges i skinner til foldevaeg !

Hvis man har behov for ophaeng i en position mellem to rigge-
punkter, kan det opnas med bridling.

Har du brug for rigning, bedes du kontakte din Bella center koor-
dinator for muligheder, validering og tilbud.

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Gulv

Gulvet er et flisebelagt betongulv. Flisen er en lys betonflise.
Gulvet er udformet med en raekke forsyningskanaler, som ligele-
des er deekket af aftageligt daeksel.

Gulvet kan klare falgende belastninger:

15x15 cm jeevnt fordelt trykflade = 2500 kg
30x30 cm jeevnt fordelt trykflade = 4000 kg

Hallen har gulvkanaler til fremfarsel af vand, internet og VVS.
Kanalernes indbyrdes afstand (c-c) er 9 m. Kanalerne er 60 cm
brede. Kanaldeeksel: 60x120cm. Disse kan klare overkarsel fra
9t akseltryk fra lastbiler. Lastbiler og/eller trucks ma dog ikke
parkere med hjulene lige pa lagene.

Leengerevarende enkeltlaster over 1000 kg fordelt pa 30x30cm
skal undgas.

Hall D- a brief description (1 of 2)

Accessing Hall D

Please refer to the floor plan where access points are indicated.

Ceiling height

Lower edge of skirt: 11,7 meter

Lower edge of truss: 12,5 meter

If you have a specific requirement for a ceiling height in a given
area, please clarify this with your coordinator.

General lighting
The hall is equipped with a basic lighting which can be zoned
and dimmed (1-100%).

Light source: Pendant luminaire Lumitech LUFO IV: LED 20,000
Lumen out. 3,000 Kelvin, CRI 80-89. MacAdam SDCM 3. Dali
dimmable (1-100%). Flicker free.

Glare below 25. Minimum 300 lux on floor. The hall is divided
into 38 zones connected to DMX House Control.

Effect lighting on fagade. RGBW DOT light. Color can be
selected when ordering.

Ceiling/suspension in the ceiling
The fire ventilation windows in the ceiling are without inflow of
lights.

Drop wires: We can mount drop wires with a weight up to 99 kg.,
however, depending on other loads in the ceiling.

The detail drawings for stands will include information on the
location of the beams or rigging points.

Please contact your coordinator at Bella Center for approval.
Bella Center reserves the right to to adjust placement.

Hoist and rigging:

Per 1m the maximum load is 100kg-60kg or 50kg
see drawing at page 18.

Per 3m the maximum load is 300kg

No rigging allowed in rails for folding walls !

If you need suspension in a position between two rigging points,
this can be achieved by bridling.

If you need rigging, please contact your Bella Center coordinator
for options, validation and offers.

Bella Center reserves the right to to adjust placement.

Floor

The floor is a tiled concrete floor. The tile is a light concrete tile.
The floor is designed with a number of supply ducts, which are
covered by a removable cover.

The floor can withstand the following loads:

15x15 cm evenly distributed printing surface = 2500 kg
30x30 cm evenly distributed printing surface = 4000 kg

The hall has floor channels for water supply, internet and plum-
bing. The distance between the channels (c-c) is 9 m. The chan-
nels are 60 cm wide. Duct cover: 60x120cm. These can handle
overtaking from 9000kg axle load from trucks. However trucks
Is not allowed to park with the wheels directly on the duct
covers Longer-lasting single loads over 1000& Estl;buhdA(er

30x30cm must be avoided. CENTER
COPEN
HAGEN
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Hal D
— fortsat

Mobilveegge

Hallen er udstyret med mobilvaegge til opdeling af hallen i op til
5 rum. Et vaeg modul er 123cm i bredden. Mobilvaeggene kan
parkeres i 4 tilhgrende magasiner der er afdaekket med vaeggar-
diner. Service dgre mal h260cm b180cm.

Vaeggene ma kun betjenes af Bella Center personale og mens
hallen er uden geester.

Deaempning: 53dB
Overflade og farve: Malet gra (RAL 7037) stalplade.

Vinduer og marklaegning

| hallens nord-, syd- og vestvendte facader er der vinduer, som
kan mgrklaegges efter behov (manuelt med kontakt pa vaeg ved
vinduesparti).

Veaegge

Brandskab og slangevinder — ma ikke tildeekkes.

Veeggene er beklaedt med henholdsvis vaegtaepper (Kvadrat
Dawn 2, farve 792, mgrke bla) og akustikpaneler i 3 dybder og
med skeerende fuger.

Panelerne fremstar med perforerede, galvaniserede stalplader
opsat med 3 forskellige afstandsdybder til vaeg.

Port og dere

Det er muligt at benytte hallens porte til tung trafik
(9 tons akseltryk).

Gavl port, D1, (bxh): 5,0 x 4,5 m

Gavl port, D2, (bxh): 3,5 x 3,5 m

Gavl port, D3, (bxh): 3,5x 3,5m

Gavl port, D4, (bxh): 5,0 x 4,5 m

Gavl port, D5, (bxh): 3,5 x 3,5 m

3 af dgrene i hallens vestlige facade (mod logistikzonen) kan
anvendes til kgrsel med truck.

Luft

Hal D har aircondition

Strom

Hallen har en samlet stremkapacitet pa 2.000A.

Af disse kan der udtages 4 stk 400A via PowerlLock i hallens
sydlige veeg.

Til udstillinger m.m. er det muligt at fremfare strem via hallens
gulvkanaler, som gar pa tveers af hallens laengderetning.

De er placeret med 9 meters mellemrum og er som standard
forsynet med 200A per kanal.

Lyd og stgjgreenser

Af hensyn til geester og naboer, mé der maksimalt afspilles
musik med et stgjniveau pa 96dB(A).

Vores naboer ma saledes kun opleve 40dB(A) i en halv time
malt ved udvendig husfacade i tidsrummet kl. 22:00-07:00. For
gvrige tidsrum —

se
https://mst.dk/luft-stoej/stoej/stoejaraenser/graensevaerdier-virk-
somheder/.

Hall D- a brief description (1 of 2)

Mobile Walls

The hall is equipped with mobile walls for dividing the hall up to
5 individual rooms. A wall module is 123cm in width. The mobile
walls can be parked in 4 related magazines covered with wall
curtains. Service doors measurement h260cm w180cm)

The walls may only be operated by Bella Center staff and while
the hall is without guests.

Attenuation: 53 dB
Surface and color: Painted gray (RAL 7037) steel plate.

Windows and blackout
In the north, south and west facing facades of the hall,
there are windows that can be darkened if needed.

Walls

Fire cabinet and hose reel — must not be concealed.

The walls are covered with curtains (square Dawn 2, the color
792, dark blue ) and acoustic panels, respectively, in 3 depths
and with intersecting joints. The panels appear with perforated
galvanized steel sheets, set up in 3 different wall depths.

Gate and doors

It is possible to use the hall gates for heavy traffic
(9 tons axle load).

End gate, D1, (wxh): 5.0 x 4.5 m

End gate, D2, (wxh): 3.5 x 3.5 m

End gate, D3, (wxh): 3.5 x 3.5m

End gate, D4, (wxh): 5.0 x 4.5 m

End gate, D5, (wxh): 3.5 x 3.5 m

3 of the doors in the west facade (at the logistic zone) can be
used for truck driving

Air

Hall D has air conditioning.

Electric power

The hall has a total electric power capacity of 2.000A.

From these, can 4x 400A be taken out through PowerlLock in the
south wall of the hall.

For exhibitions etc. it is possible to carry electric power in
subfloor service ducts, across the longitudinal direction of the
hall. They are located at 9 meter intervals and are equipped with
200A per duct as standard.

Sound and noise limits

In the interest of guests and neighbors, music with a maximum
noise level of 96dB (A) may be played.

Our neighbors may thus only experience 40dB (A) for half an
hour, measured at the exterior house facade, in the period
between 22: 00-07: 00. For other time periods -

see
https:/mst.dk/luft-stoej/stoej/stoejgraenser/graensevaerdier-virk-
somheder/.



https://mst.dk/luft-stoej/stoej/stoejgraenser/graensevaerdier-virksomheder/
https://mst.dk/luft-stoej/stoej/stoejgraenser/graensevaerdier-virksomheder/
https://mst.dk/luft-stoej/stoej/stoejgraenser/graensevaerdier-virksomheder/
https://mst.dk/luft-stoej/stoej/stoejgraenser/graensevaerdier-virksomheder/
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Hal E
— en kort beskrivelse

Adgang til hallen
Pa tegningen kan du se numrene for de enkelte porte, der giver
adgang til hallen.

Hallens frihgjder
Hallens frihgjde, malt fra gulv til underkant af rig messelampe er
9,30m. Se side 21-22.

Loft/Ophaengning i loft

Wirer:

Der kan monteres wire med en maks. belastning pa 99 kg, dog
afheengigt af @vrig belastning i loftet.

Kontakt venligst din Bella Center koordinator for godkendelse.
Bella Center forbeholder sig ret til evt. at tilpasse placering.

Taljepunkter og riggning:

Der kan rigges i spaer med en maksimal belastning pa 500kg
per knudepunkt, dog afhaengigt af gvrig belastning i loftet.
eller

Der kan rigges i vinklet speer

med en maksimal belastning pa 250kg per knudepunkt, dog
afheengigt af @vrig belastning i loftet.

Har du brug for rigning, bedes du kontakte din Bella Center
koordinator for muligheder, validering og tilbud.
Bella Center forbeholder sig ret til evt. at tilpasse placering.

Belysning

Grundbelysning bestar af LED armaturer, farve 4000 kelvin. Lys
niveau er 800 lux 0,85 over gulv. Lys niveau bestilles og seettes
fra central hold. Typisk lys niveau ved udstilling er 85%.

Hallen er udstyret med rig-konstruktioner med 150W CDM spot,
farve 5000 kelvin, som skal tilkgbes jeevnfer tilbud.

Bemaerk venligst, at sollys igennem glastaget kan veere til gene
ved brug af pc, video, osv.

Gulv

Installation af el, VVS, netveerk og trykluft sker via kanaler i
hallens betongulv. Kanalerne ligger i hallens lzengderetning med
en indbyrdes afstand pa 15 m.

Gulvet kan klare falgende belastninger:

Hjultryk (tvillingehjul) 5.500 kg/m?
Punktbelastning fordelt pa 15x15cm 4.000 kg
Max belastning (lastbil inkl. lzes) 4.000 kg/m?

Sajler

Hallens betonsgijler er 40x40cm eller 40x80cm.

Brandskab — ma ikke tildaekkes.

Luft

Hallen har opvarmet ventilation med separate kgleunits.

Hall E — a brief description

Accessing the hall
Please refer to the floor plan where access points are indicated.

Ceiling heights
The ceiling height measured from the floor to the lower edge of
the lighting truss is 9,30m. Please see page 21-22.

Ceiling/suspension in the ceiling

Dropwires:

Dropwires can be mounted with a maximum load of 99 kg, how-
ever, depending on other loads in the ceiling.

Please contact your Bella Center coordinator for approval.

Bella Center reserves the right to to adjust placement.

Hoist and rigging:

Rigging can be done in beams with a maximum load of 500kg
per node, but also depending on other loads in the ceiling.

or

Rigging can be done in angled beams

with a maximum load of 250kg per node, however depending on
other loads in the ceiling.

If you need rigging please contact your Bella Center coordinator
for options, validation and offers.
Bella Center reserves the right to to adjust placement.

General lighting

Basic lighting consists of LED luminaires, color 4000 kelvin.
Light level is 800 lux 0.85 above floor. Light level is ordered and
set from central team. Typical light level at exhibition is 85%.

The hall is equipped with rig constructions with 150W CDM spot,
color 5000 kelvin, which must be purchased according to offers.

Please note that sunlight from the glass roof can cause
inconvenience with reflected light when using pc’s, videos etc.

Floor

Power, plumbing, network and compressed air will, if possible,
be supplied via the sub-floor service ducts build-in the Centre
Hall’s concrete floor. These run from north to south at

15 m intervals throughout the length of the hall.

The floor can carry the following loads:
Wheel loads (twin wheels)
Single-point loads per 15x15cm

Max loads (load incl. weight of truck)

5,500 kg per sq.m.
4,000 kg
4,000 kg per sq.m.

Pillars

A limited number of free-standing concrete pillars are to be found
in the northern end of the hall. These measure 40x40cm or
40x80cm.

Fire hose reel — must not be concealed.

Air
The hall has heated ventilation with
separate cooling units.

BELLA:-

CENTER
COPEN
HAGEN



Eommnq-EQNNQXNEmmm\ng&
ND.6=T1-INOC2@ X¢ 4/ dS/3rTS D

abpaj J00}) }S| abeureiq % 1918/ @ abeureiq
WeN VS LT T T ggrl4v 8 ANVA a4y
wopgxOY Jeflid woOEX0Y Jeflid jonp 8)qeD
woosgxoy Irgs M noovxoy 3rgs M AVHOTIGVY

B

0O¥LSVO IHL

B e oo

gvyOa004|

J91e M @ .

ANVA UOEUBA o |oa1 8soy-all Qo

IIBM 3IGeroN NOILYTILNIA HYIANIATONVIS wixL
owA3alod

e
COC

R = e {RaRes:
. : m? E @ : :
aEEEa.T%W”\W@m w2 DV

21

5% -
BN J
S NI %l 22 e il 252 @gggﬂm& R ,
e T o a = R
i N LTI | ] T i
el = 7 | L
- ‘\
| T

400/4/N"D ST IV13A

H NN
-
%N
1IN
== — X
—
== NZAWAN
=

PV LVINHO4 - 064:1 3TVOS

= //eH
d 1VH



uoneuan "
NOLLYILLNIA ™ WoogXOy LBl WOOPXOF JElid sjods yym ssnuy buybry weeg —— — [88.1 8S0y-8.4 ebpsjiooyis, Ao

WD08X0t 31rDS WO0YX0Y 3rDS . SIOdS/INOIMSAT —  dFdS — — — HIANIAIONVYTIS ey “vs | wixjp
bumeomo1 STIVL3A

Eummnq-EONNQXNEmmm}mEQ D
NO.L6=1- INOZZ@ X dF/dS/ATMDTS

IV

—

8z alexo
-— 2y

e
G}

O¥LlSVO IHL

.Wu. o o
% N  al

B exily
@@%ﬁu |
ﬁw ﬁ@

oy |

ol p— CO~ VSZl e Wi e wig<o ey
] , ] 1 %O v = "
=— — - .
/ o’ JC et - . o

J ¥ y ¥ , . uw ,
NN Fﬁm.j%mpaﬁg TG [N ooy

I S B

FIEN .
e e ,o ST wBo i o

ICHL RN R S SR S T

PN Vg g Tt kg oo, g wpgfeo

E\='

a1}

Bg

47
/1

H

5
E
o uooss ssoi0 PIOU JUS

I
i
£

m |Ssl0ais| =1
gEAme o e - —
qNV09| dINY091 2 T =

P

Ea e Toreh Toren wszeen wog'seH] il
L L L db

arararnn

O ) O O O S
arararpnararar anmar s e
O T [ O O Y

S i U U U U [ i [ i T i T

T
Y

3SNOHIFUL FHL

o s

JlJLJLdb Jl JL JL JuJL JL JLu
SO0 Qe ararnfararar g araCarh
o s s N [ O O S R VA [ PO N

VK|
( C
fars
Py

e e Yt

A : g . B IS _ i ﬂl%_ﬁ

22

o sim ]
-

o p—
|
1

| [

A A s I —




23

Foyer (Fo-F7)
— en kort beskrivelse

Adgang til Foyer

Pa tegningen ses svingderene, som udger Indgang 4, 5 og 6,
der giver adgang til Foyer FO-F7.

Gods tilkgrsel bedes aftalt med arrangementskoordinator, da
adgang er afhaengig af den samlede udlejning af arealerne i den
givne periode.

Hallens frihgjder 1. sal og stue

Lofthgjde i Foyer F1-F2, underkant spaer/armatur,

8,8 meter

Lofthgjde i Foyer F3-F5 (under det nye daek / nedsaenket loft),
3,6 meter

Lofthgjde i Foyer F6 (under det nye daek / nedsaenket loft),
3,6 meter

Lofthgjde i Foyer F7 underkant speer,

8,25 meter

Safremt man har et specifikt krav til en lofthgjde i et givent omra-
de kontakt venligst Bella Center

Belysning

FO+F3 er udstyret med kompaktrgr 26W/830, indbygget i ned-
saenket loft. Effekt belysning i loft. RGB lys. Farve kan veelges
ved bestilling. F1+F2 og F4 + F6 under balkon er udstyret med
en grundbelysning bestaende af lyskilder monteret under spaer

i det dobbelthgje rum og indbygget i det nedsaenket loft. LED
2500-4000 lumen, 3000 kelvin, F5 er udstyret med sorte pendler
42W/840 kompaktrar.

F6/F7 er udstyret med gré pendler hvor der er kompaktrgr
42W/830, F1/F2 er der 2 reekker effekt belysning, RGBW LED
lys. Farve kan veaelges ved bestilling

Loft/Ophaengning i loft

Wirer: Der kan foretages lette opheeng, sa som banner.
Detailtegningen indeholder information om speer eller riggepunk-
ternes placering.

Kontakt venligst din koordinator i Bella Center for muligheder,
validering og tilbud.
Bella Center forbeholder sig ret til evt. at tilpasse placering.

Gulv

F1,F2,F4

Gulvet er et flisebelagt betongulv. Flisen er primzert en lys beton-
flise, afbrudt af sorte fliseraekker.

Gulvet kan klare falgende belastninger:

15x15 cm jeevnt fordelt trykflade = 2500 kg

30x30 cm jeevnt fordelt trykflade = 4000 kg

F5

Gulvet er deekket af marmor/gulvteeppe.

Gulvet kan klare falgende belastninger:

Punktbelastning fordelt pa 15x15cm = 4.000 kg

Kersel i omraderne med udenderskeretgjer er ikke tilladt

FO, F3, F6 og F7

Gulvet er et marmorbelagt gulv .

Gulvet kan klare falgende belastninger:

Punktbelastning fordelt pa 15x15cm = 400 kg

Max belastning = 400 kg/m?

Motordrevne karetgjer i omradet skal aftales med Bella Center.

Foyer (FO-F7) — a brief description (1 of 2)

Accessing Foyer

The drawing shows the revolving doors, which make up
Entrance 4, 5 and 6, which give access to Foyer FO-F7.
Driveway for Goods should be agreed with the event coordina-
tor, as access depends on the total use of the areas in the given
period.

Ceiling height

Ceiling height in Foyer F1-F2, lower edge of truss / light fittings,
8.8m

Ceiling height in Foyer F3-F5 (suspended ceiling),

3.6m

Ceiling height in Foyer F6 (suspended ceiling),

3,6m

Ceiling height in Foyer F7 lower edge of truss,

825m

If you have a specific requirement for a ceiling height in any
given area, please contact Bella Center.

General lighting

FO+F3 is equipped with compact tube 26W/830, built into sunken
ceiling. Effect lighting in ceiling. RGB light. Color can be selected
when ordering. F1+F2 and F4+F6 under balcony are equipped
with a basic lighting consisting of light sources mounted under
rafters in the double-height room and built into the sunken
ceiling. LED 2500-4000 lumens, 3000 kelvin, F5 is equipped with
black pendants 42W/840 compact tubes.

F6/F7 is equipped with gray pendants where there are compact
tubes 42W/830, F1/F2 there are 2 rows of power lighting, RGBW
LED lights. Color can be selected when ordering

Ceiling/ suspension in the ceiling

Wires: Light suspensions can be made, such as a banners.
The detail drawings for stands will include information on the
location of the beams or rigging points.

Please contact your coordinator at Bella Center for options,
validation and offers.
Bella Center reserves the right to to adjust placement.

Floor

F1, F2, F4

The floor is a tiled concrete floor. The tile is primarily a light
concrete tile, interrupted by black rows of tiles.

The floor can withstand the following loads:

Point load distributed per 15x15cm 2500 kg

Point load distributed per 30x30cm 4000 kg

F5

The floor is covered with marble / carpet.

The floor can withstand the following loads:

Point load distributed on 15x15cm = 4,000 kg

Driving in areas with outdoor vehicles is not permitted

FO, F3, F6 and F7

The floor is a marble floor.

The floor can withstand the following loads:
Point load distributed on 15x15¢cm = 400 kg
Max load = 400 kg / m?

Motor vehicles in the area must be agreed
with Bella Center.

BELLA:-

CENTER
COPEN
HAGEN
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Foyer (Fo-F7)
— fortsat

Vinduer og marklaegning

Pa hallens nord- og sydvendte vaegge, er der glasfacader, som
giver adgang til dagslys. Det samme er geeldende for ovenlys-
vinduerne i det meste af hallerne F1-F4s lofter.

Vinduerne kan ikke marklaegges.

Veaegge

Brandskabe og slangevindere — ma ikke tildeekkes.

Vaeggene varerier i udtryk fra omrade til omrade. Nogle er
beklaedt med traelammeler i en kombination med perforerede
stalplader. Andre er beklaedt med planter og en endelig er der
malede betonvaegge.

Elevatorer
Der er fglgende elevatorer til Balkonomraderne:

FO elevator (til Aud.10-12 backstage)

Max belastning, 21 personer - Max belastning, 1600 kg
Dgrabning (bxh): 110 x 204 cm

Elevator dybde: 260 cm - Elevator bredde: 140
Elevatortype: Personelevator (ikke gods)

F3 elevator (til Balcony 1)

Max belastning, 8 personer - Max belastning, 630 kg
Dgrabning (bxh):90 x 207 cm

Elevator dybde: 140 cm - Elevator bredde: 110 cm
Elevatortype: Personelevator (ikke gods)

F6 elevator (til Balcony 3)

Max belastning, 13 personer - Max belastning, 1000 kg
Dgrabning (bxh): 100 x 210 cm

Elevator dybde: 210 cm - Elevator bredde: 110 cm
Elevatortype: Personelevator (ikke gods)

F6 elevator (til Balcony 4) (gods)

Max belastning, 13 personer - Max belastning, 1000 kg
Dgrabning (bxh): 120 x 200 cm (220cm indeni)
Elevator dybde: 240 cm - Elevator bredde: 120 cm
Elevatortype: Godselevator

F7 elevator (ved Lokale 22)

Max belastning, 8 personer - Max belastning, 625 kg
Dgrabning (bxh): 91x 198 cm

Elevator dybde: 113 cm - Elevator bredde: 125 cm
Elevatortype: Personelevator (ikke gods)

Gods til balkonomrader
Det er muligt at benytte godselevator fra Foyer F6 til Balkon 3/4

Desuden er der muligt, at abne geleender og dermed lgfte paller
fra stueetagen fra Foyer F1 til Balkon 1, fra Foyer F2 til Balkon 2
og fra Foyer F6 til Balkon 3/4.

Kontakt venligst din kontaktperson i Bella Center for muligheder,
validering og tilbud.

Luft, Varme / kgling

Foyer FO, F1, F2, F3 og F4:

Foyererne har en kombination af stralevarme og aircondition.
Foyer F5:

Foyer F5 har aircondition.

Foyer F6 og F7:

Foyer F6 og F7 har ventilation, samt delvis opvarmning fra gulv
og ribbergr i facaden.

Foyer (FO-F7) — a brief description (2 of 2)

Windows and blackout

On the north and south-facing walls of the hall, there are glass
facades that provides access to daylight. The same applies to
the skylights in most of the ceilings of halls F1-F4.

The windows cannot be blacked out

Walls

Fire cabinet and hose reel — must not be concealed.

The walls vary in expression from area to area. Some are
covered with wooden slats in combination with perforated steel
plates. Others are covered with plants and finally there are
painted concrete walls.

Elevators
Following elevators to 1st floor areas:

FO elevator (to Aud. 10-12 backstage)

Max load, 21 people - Max load, 1600 kg
Door opening (wxh): 110 x 204 cm

Elevator depth: 260 cm - Elevator width: 140
Elevator type: Personnel elevator (not freight)

F3 elevator (to Balcony 1)

Max load, number 8 people - Max load, number 630 kg
Door opening (wxh): 90 x 207 cm

Elevator depth: 140 cm - Elevator width: 110 cm
Elevator type: Personnel elevator (not freight)

F6 elevator (to Balcony 3)

Max load, 13 people - Max load, 1000 kg

Door opening (wxh): 100 x 210 cm

Elevator depth: 210 cm - Elevator width: 110 cm
Elevator type: Personnel elevator (not freight)

F6 elevator (to Balcony 4) (freight)

Max load, 13 people - Max load, 1000 kg

Door opening (wxh): 120 x 200 cm (220 inside)
Elevator depth: 240 cm - Elevator width: 120 cm
Elevator type: Freight elevator

F7 elevator (at meeting room 22):

Max load, 8 people - Max load, 625 kg

Door opening (wxh): 91x 198 cm

Elevator depth: 113 cm - Elevator width: 125 cm
Elevator type: Personnel elevator (not freight)

Goods to balcony areas
It is possible to use the freight elevator from Foyer F6 to
Balcony 3/4

In addition, it is possible to open railings and thus lift pallets from
the ground floor from Foyer F1 to Balcony 1, from Foyer F2 to

Balcony 2 and from Foyer 6 to Balcony 3/4.
Please contact your contact at Bella Center for options, validati-
on and offers.

Air, heat/cooling
Foyer FO, F1, F2, F3 & F4:
Foyers has a combination of radiant heating and air conditioning.

Foyer F5:

Foyer F5 has air conditioning.

Foyer F6 & F7 BELLA:
Foyer F6 & F7 has ventilation as well as

partial heating from floor and ribbed pipes C E N T E R
in the facade. COPEN

HAGEN
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Balcony 1-5
— en kort beskrivelse

Adgang til balkon

Pa tegningen ses trapper og rulletrapper til 1 sal.

Rummets frihgjder

Lofthgjde Balkon 1-2, underkant speer/armatur,

4,2-5,2 meter

Lofthgjde Balkon 3, underkant speer,

3,5 meter

Safremt man har et specifikt krav til en lofthgjde i et givent
omrade skal dette afklares med Bella Center

Belysning Balcony 1-2

Balkonen er udstyret med en grundbelysning bestaende af lyskil-
der monteret under spaer

Lyskilde: Skinne armatur, Solar Light LQ60. LED 2500-4000
Lumen out.

3000 Kelvin, MacAdam SDCM 3. Driver: Dali.

Belysning Balcony 3-4

Balkonen er udstyret med en grundbelysning bestaende af
lyskilder monteret i loftet.

Lyskilde: Pendel lampe, 4*42 watt lysrer, 3000 kelvin,

200 lumen, styret af CTS taend/sluk.

Belysning Balcony 5

Balkon er udstyret med en grundbelysning af skinne armatur,
LED 2500-4000 lumen, 3000 kelvin,

Der er nedhaengte RGB lamper over kongressbro.

Loft/Ophaengning i loft

Wirer: Der kan foretages lette ophaeng, sa som banner i speer.
Kontakt venligst Bella Center ved behov.

Bella Center forbeholder sig ret til evt. at tilpasse placering.

Gulv

Gulvet er et flisebelagt betongulv. Flisen er primeert en lys beton-
flise, afbrudt af sorte fliseraekker

Gulvet kan klare falgende belastninger:

Balkongulvet kan klare en fladelast pa 500 kg/m2 samt en last
fra pallelgfter pa 1000 kg.

Ved liftkgrsel skal der anvendes personlgftere pa maks. 700 kg.
ekskl. Farer

Vinduer og marklaegning
Vinduerne kan ikke marklaegges.

Veaegge

Brandskab og slangevinder — ma ikke tildaekkes.

Veeggene varerier i udtryk fra omrade til omrade pa balkonen.
Nogle er udformet i beton, andre i gips.

Elevatorer
Der er folgende elevatorer til stueetagen

Balkon 1 elevator (til F3)

Max belastning, 8 personer

Max belastning, 630 kg

Dgrabning (bxh):90 x 207 cm

Elevator dybde: 140 cm

Elevator bredde: 110 cm

Elevatortype: Personelevator (ikke gods)

fortsaettes pa naeste side...

Balcony (1-5) — a brief description (1 of 2)

Accessing Balcony
The drawing shows stairs and escalators to 1 floor.

Ceiling height

Ceiling height in Balcony 1-2, lower edge of truss / light fittings,
4,2-52m

Ceiling height Balcony 3, lower edge of truss,

3.5 meters

If you have a specific requirement for a ceiling height in a given
area, please contact Bella Center for clarification.

General lighting Balcony 1-2

Basic lighting is mounted under truss in the double-height room,
and built into the lowered ceiling.

Light source: Rail luminaire, Solar Light LQ60. LED 2500-4000
Lumen out.

3000 Kelvin, MacAdam SDCM 3. Driver: Dali.

General lighting Balcony 3-4

Basic lighting is mounted in the ceiling

Light source: Pendant, 4 * 42 watt tubular lighting, 3000 kelvin,
200 lumens, controlled by CTS on / off.

General lighting Balcony 5

Balcony is equipped with a basic illumination of rail fixture,
LED 2500-4000 lumens, 3000 kelvin,

There are suspended RGB lamps above the congress bridge.

Ceiling/ suspension in the ceiling

Wires: Light suspensions can be made, such as a banners.
Please contact Bella Center for options, validation and offers.
Bella Center reserves the right to to adjust placement.

Floor

The floor is a tiled concrete floor. The tile is primarily a light
concrete tile, interrupted by black rows of tiles

The floor can withstand the following loads:

The balcony floor can handle a surface load of 500 kg pr. M2, as
well as a load from pallet lifts of 1000 kg.

When driving a lift, use lifts with a max. of 700 kg excl. Driver

Windows and blackout
The windows cannot be blacked out

Walls

Fire cabinet and hose reel — must not be concealed.
The walls vary in expression from area to area. Some are
designed in concrete, others in plaster

Elevators
Following elevators to ground floor areas:

Balcony 1 elevator (to F3)

Max load, number 8 people

Max load, number 630 kg

Door opening (wxh): 90 x 207 cm

Elevator depth: 140 cm

Elevator width: 110 cm

Elevator type:Personnel elevator (not freight)

BELLA:-

CENTER
COPEN
HAGEN

to be continued on the following page...
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Balcony 1-5
— fortsat

Elevatorer

Balkon 3 elevator (til F6),

Max belastning, 13 personer

Max belastning, 1000 kg

Dgrabning (bxh): 100 x 210 cm

Elevator dybde: 210 cm

Elevator bredde: 110 cm

Elevatortype: Personelevator (ikke gods)

Balkon 4 elevator (gods) (til kekken F6)

Max belastning, 13 personer - Max belastning, 1000 kg
Dgrabning (bxh): 120 x 200 cm (220cm indeni)
Elevator dybde: 240 cm - Elevator bredde: 120 cm
Elevatortype: Godselevator

Aud. 10-12 backstage elevator (til FO)
Max belastning, 21 personer

Max belastning, 1600 kg

Dgrabning (bxh): 110 x 204 cm

Elevator dybde: 260 cm

Elevator bredde: 140

Elevatortype: Personelevator (ikke gods)

Gods til Balcony omrader

Balcony (1-5) — a brief description (2 of 2)

Elevators

Balcony 3 elevator (to F6)

Max load, 13 people

Max load, 1000 kg

Door opening (wxh): 100 x 210 cm

Elevator depth: 210 cm

Elevator width: 110 cm

Elevator type: Personnel elevator (not freight)

Balcony 4 elevator (freight) (to kitchen F6)

Max load, 13 people - Max load, 1000 kg

Door opening (wxh): 120 x 200 cm (220 inside)
Elevator depth: 240 cm - Elevator width: 120 cm
Elevator type: Freight elevator

Aud. 10-12 backstage elevator (to F0)

Max load, number 21 people

Max load, number 1600 kg

Door opening (wxh): 110 x 204 cm

Elevator depth: 260 cm

Elevator width: 140

Elevator type: Personnel elevator (not freight)

Goods to Balcony areas

Det er muligt at benytte godselevator fra Foyer F6 til Balkon 3/4
efter naermere aftale med Bella center.

Desuden er der muligt, at &bne geleender og dermed lafte paller
med gaffeltruck fra stueetagen fra Foyer 1 til Balkon 1, fra Foyer
F2 til Balkon 2 og fra Foyer F6 til Balkon 3. Abning er 1,8m i

It is possible to use the freight elevator from Foyer F6 to Balcony
3/4. In addition, it is possible to open railings and thus lift pallets
with a forklift from the ground floor Foyer F1 to Balcony 1, from
Foyer F2 to Balcony 2 and from Foyer F6 to Balcony 3.

Please contact Bella Center for further coordination. Opening is

bredden

Luft, Varme / kaling

1.8m in width

Air, heat / cooling

Balkonerne har en kombination af stralevarme og aircondition. The Balcony’s has a combination of radiant heating and air

conditioning.
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Outdoor area
Entrance 3-6

Maksimal belastning pa udendgrs fliser
ved Indgang 3-6:

Punktbelastning: 1.000 kg per m2, dog skal belastningen mini-
mum fordeles pa 20 x 20 cm

Kgretgjer: Alm. personbiler og varevogne op til 3500kg.

Maximum load for outdoor tiles by
Entrance 3-6:

Point load: 1,000 kg per m2, however, the load must be distribut-
ed across an area of minimum 20 x 20 cm

Vehicles: Ordenary cars and vans up to 3500kg.
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Facade syd Facade south
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BELLA CENTER COPENHAGEN
Center Boulevard 5
DK 2300 - CPH S
Tel +45 3252 8811
bc@bellacenter.dk
www.bellacentercopenhagen.dk
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